| PRODUCT NUMBER | PITCH |
| :---: | :---: |
| TGxx01xxBOJOG | 5.00 mm |




RECOMMENDED P.C.B LAYOUT
TOP VIEW

## Małerial:

Item@Clamp: Brass,Ni plated
Item(B) Terminal screw: Steel Zinc plating "-" slot type.

- Item@Solder pin: Brass, Tin plated

Item(d) Terminal housing: Thermoplastic (UL94V-0)
Electrical:
UL/VDE

- Voltage rating: $300 \mathrm{~V} / 250 \mathrm{~V}$
- Current rating: 15A/10A
- Wire range:

Solid wire(AWG): 12-24

- Stranded wire(AWG): 12-24
- Torque: $\quad 3.5 \mathrm{Lb}-$

Wire strip length: $\quad 6-7 \mathrm{~mm}$
Withstanding Voltage: 1.6 KV/2 KV

- Operating temperature: $-40^{\circ} \mathrm{C}$ to $+115^{\circ} \mathrm{C}$
- Soldering temperature: $\quad 260^{\circ} \mathrm{C} \pm 5^{\circ} \mathrm{C} / 5 \mathrm{Sec}$
- Safety Approval:
- Mus voe

PART NO.: TG xx $01 \times x$ B $0 J 0$ G
Dim $A=N \times 5.0$
$\operatorname{Dim} \mathrm{B}=(\mathrm{N}-1) \times 5$


